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Malone Service Company 
 
Post‐Hurricane Harvey condition of sediment at Malone Service Company Superfund site is consistent 
with historical site conditions that existed before the hurricane made landfall.  
 
On September 11, 2017, sediment samples were collected from the Malone Service Company Superfund 
site and analyzed for metals and volatile organic compounds (VOCs).  Metals of potential concern were 
detected below the Record of Decision cleanup goals.  VOCs of potential concern were not detected. 
The site remedy is operating as intended, and the remedy is protective of human health and the 
environment. 
 
The 150‐acre Malone Service Company (MSC) Superfund site is located on the western shores of 
Galveston Bay in Texas City, Galveston County, Texas. The MSC was a reclamation, storage and disposal 
facility for waste oils and chemicals that included acid and caustic compounds, solvents, and crude oil 
tank bottoms. MSC stored, processed and disposed of industrial hazardous wastes. The acreage 
contained numerous waste handling areas which include storage tanks, two API separators, a six‐acre 
settling pond (Earthen Impoundment), a closed half‐acre acre waste collection pond (Oil Pit), and two 
deep sub‐surface hazardous waste injection wells; the primary waste was oily sludge. The remedy for 
the oily sludge was solidification, which permanently reduces the toxicity, mobility, and volume of 
constituents in the sludge. The solidified sludge was consolidated into a Resource Conservation and 
Recovery Act (RCRA) Subtitle C equivalent cell, removing or minimizing exposure to human and 
ecological receptors.  Contaminated soils were excavated and consolidated into the RCRA Subtitle C 
equivalent cell. The contaminated shallow ground water plumes at the Site originate from the source 
areas, which were excavated and consolidated. The shallow ground water is non‐potable, and the 
contaminated plumes appear to remain on‐site. The Remedial Action is ongoing and monitoring wells 
will be installed to monitor that contaminated ground water does not migrate off‐site. 
 
The next site evaluation will be during the Superfund Five‐Year Review. EPA is responsible for reviewing 
Superfund remedial actions at least every five years where hazardous substances, pollutants or 
contaminants will remain on site above levels that allow for unlimited use and unrestricted exposure. 
CERCLA also requires that EPA report to Congress regarding these sites. A Superfund Five‐Year Review 
Report to Congress is prepared each fiscal year. 

 
 
 


