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Sikes Disposal Pits – Soil and Groundwater 
 
Post‐Hurricane Harvey condition of soil and groundwater at Sikes Disposal Pits Superfund site is 
consistent with historical site conditions that existed before the hurricane made landfall.  
 
On September 9,2017, soil and groundwater samples were collected and analyzed for volatile organic 
compounds (VOCs), semi‐volatile organic compounds (SVOCs) and metals to evaluate the potential 
effects from Hurricane Harvey.  VOCs and SVOCs were not detected in groundwater samples, and metals 
of potential concern were not detected or below Record of Decision cleanup goals.  VOCs and SVOCs of 
potential concern were also not detected or below cleanup criteria in soils. 
 
The site is located on a 185‐acre site approximately 2 miles southwest of Crosby, Harris County, 
Texas.  The Site is bordered by U. S. Highway 90 on the south, the San Jacinto River and Love Marina on 
the west, and Jackson Bayou on the north. From about 1961 until 1967, the site was operated as an 
illegal open dump.  As a result, a wide variety of wastes, including drums and bulk wastes, were 
disposed on‐site.  The wastes were primarily chemical wastes, such as benzene, phenols, olefinic 
compounds, and other organic solvents. 
 
The remedial action (RA) was structured in two Phases.  Phase A began in October, 1990, and consisted 
of preparing the site for remediation and construction of treatment facilities.  Phase A activities included 
marking known contaminated areas, construction of flood protection structures, installation and testing 
of the incinerator and water treatment plant, installation of the air monitoring network, and installation 
of an on‐site laboratory.  Phase A activities were completed in December, 1992. 
 
Phase B consisted of site remediation and monitoring activities.  Excavation and incineration activities 
were completed in June, 1994.  A total of 496,253 tons of contaminated soil and sludge were excavated 
and remediated.  Also, approximately 350 million gallons of contaminated water were treated as part of 
the dewatering and storm water treatment process.  The air monitoring network detected no levels of 
contaminants of concern (COCs) leaving the site during remediation.  All the ash from the incinerator 
was determined to be acceptable for use as backfill at the site. 
 
The next site evaluation will be during the Superfund Five‐Year Review. EPA is responsible for reviewing 
Superfund remedial actions at least every five years where hazardous substances, pollutants or 
contaminants will remain on site above levels that allow for unlimited use and unrestricted exposure. 
The last Five‐Year Review for this site was completed in September 2016.  CERCLA also requires that EPA 
report to Congress regarding these sites. A Superfund Five‐Year Review Report to Congress is prepared 
each fiscal year. 
 


