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Figure 1
Site Location Map

Date: November 2011 Source: U.S. Geological Survey
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Figure 2
Site Aerial Map

Date: November 2011 Source: U.S. Geological Survey
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Date: November 2011

Figure 3
Asbestos Containing Material and Lead-based Paint

Location Map

Kuhlman Diecasting Site, Stanley, Kansas
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Kuhlman Diecasting Site 

Stanley, Kansas 

1 

Targeted 

Brownfields 

Assessment 

DESCRIPTION This photograph shows the front of the Kuhlman Diecasting  

building.  The building is inactive and in a dilapidated 

condition. 

1 

CLIENT Environmental Protection Agency Region 7 Date 

Direction: Northwest PHOTOGRAPHER Jeff Pritchard 9-14-11 

Targeted 

Brownfields 

Assessment 

DESCRIPTION This photograph shows a debris pile containing transite board 

located in the northwest corner of the loading dock.  
2 

CLIENT Environmental Protection Agency Region 7 Date 

Direction: Northwest PHOTOGRAPHER Kirk Mammoliti 10-20-11 



Kuhlman Diecasting Site 

Stanley, Kansas 

2 

Targeted 

Brownfields 

Assessment 

DESCRIPTION This photograph shows the boiler room located in the 

southwest corner of the building.  The boiler contained 

orange lead-based paint.   

3 

CLIENT Environmental Protection Agency Region 7 Date 

Direction: West PHOTOGRAPHER Kirk Mammoliti 10-20-11 

Targeted 

Brownfields 

Assessment 

DESCRIPTION This photograph shows a bathroom in the building that contained 

transite board and floor tile that were asbestos-containing. 
4 

CLIENT Environmental Protection Agency Region 7 Date 

Direction: Northwest PHOTOGRAPHER Kirk Mammoliti 10-20-11 



Kuhlman Diecasting Site 

Stanley, Kansas 

3 

Targeted 

Brownfields 

Assessment 

DESCRIPTION This photograph shows asbestos-containing transite board, 

roof tiles, and other debris scattered throughout the central 

portion of the building.  

5 

CLIENT Environmental Protection Agency Region 7 Date 

Direction: East PHOTOGRAPHER Kirk Mammoliti 10-20-11 

Targeted 

Brownfields 

Assessment 

DESCRIPTION This photograph shows green lead-based paint  located on the 

wall throughout the central room in the building.   
6 

CLIENT Environmental Protection Agency Region 7 Date 

Direction: North PHOTOGRAPHER Kirk Mammoliti 10-20-11 



Kuhlman Diecasting Site 

Stanley, Kansas 

4 

Targeted 

Brownfields 

Assessment 

DESCRIPTION This photograph shows the office located on the east side of 

the building.  A bathroom in the office was determined to 

have asbestos-containing ceramic tile mastic.  

7 

CLIENT Environmental Protection Agency Region 7 Date 

Direction: Northeast PHOTOGRAPHER Kirk Mammoliti 10-20-11 

Targeted 

Brownfields 

Assessment 

DESCRIPTION This photograph shows the pitched roof  (in the distance) that 

was comprised of several asbestos-containing materials.  
8 

CLIENT Environmental Protection Agency Region 7 Date 

Direction: West PHOTOGRAPHER Kirk Mammoliti 10-20-11 



Kuhlman Diecasting Site 

Stanley, Kansas 

5 

Targeted 

Brownfields 

Assessment 

DESCRIPTION This photograph shows the pitched roof composed of transite 

panels with an insulation under layer that were determined to 

be asbestos-containing materials. 

9 

CLIENT Environmental Protection Agency Region 7 Date 

Direction: NA PHOTOGRAPHER Kirk Mammoliti 10-20-11 

Targeted 

Brownfields 

Assessment 

DESCRIPTION This photograph shows several pieces of asbestos-containing 

transite and debris located in the building. 
10 

CLIENT Environmental Protection Agency Region 7 Date 

Direction: West PHOTOGRAPHER Kirk Mammoliti 10-20-11 
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TABLE C-1
ASBESTOS SAMPLE RESULTS

KUHLMAN DIECASTING SITE, STANLEY, KANSAS

SAMPLE ID MATERIAL COLOR SAMPLE RESULT LOCATION ESTIMATED 
QUANTITY

K-TR-1 15% Chrysotile
K-TR-1 NA
K-TR-1 NA

K-TSI-B-1 Asbestos Not Present
K-TSI-B-2 Asbestos Not Present
K-TSI-B-3 Asbestos Not Present
K-DW-1 Asbestos Not Present
K-DW-2 Asbestos Not Present
K-DW-3 Asbestos Not Present

K-PLSC-1 Asbestos Not Present
K-PLSC-2 Asbestos Not Present
K-PLSC-3 Asbestos Not Present

K-CRTM-1 Mastic - Asbestos Not Present
Paint - 5 % Chrysotile

K-CRTM-2 NA
K-CRTM-3 NA

K-DG-1 3 % Chrysotile
K-DG-2 NA
K-DG-3 NA
K-SC-1 Asbestos Not Present
K-SC-2 Asbestos Not Present
K-SC-3 Asbestos Not Present
K-WG-1 Asbestos Not Present
K-WG-2 Asbestos Not Present
K-WG-3 Asbestos Not Present
K-RM-1 15 % Chrysotile
K-RM-2 NA
K-RM-3 NA
K-BP-1 20 % Chrysotile
K-BP-2 NA
K-BP-3 NA

K-DW2-1 Asbestos Not Present
K-DW2-2 Asbestos Not Present
K-DW2-3 Asbestos Not Present

White

Northwest side of building - 

Skim coat

Tar paper - debris 

Drywall - debris

Tan West side of building on 
brick

Northeast side of building

Beige

Tan

Cream

Drywall debris 

Plaster/plaster skim coat

Ceramic tile mastic

Door glaze

Grey

Black

Black

Throughout building on floor

Boiler room 

Boiler room 

Ceiling - East side

Boiler room

Transite debris

TSI debris

Grey

Beige

White

~ 15 yd3

Not applicable

Not applicable

Not applicable

Not applicable

120 ft2

90 lf

Not applicable

~ 5 yd3

 ~ 15 yd3

East side of building

West side windows

West loading dock - debris

Window glaze

Roof material - debris

Not applicable
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TABLE C-1
ASBESTOS SAMPLE RESULTS

KUHLMAN DIECASTING SITE, STANLEY, KANSAS

SAMPLE ID MATERIAL COLOR SAMPLE RESULT LOCATION ESTIMATED 
QUANTITY

K-WM-1 Asbestos Not Present
K-WM-2 Asbestos Not Present
K-WM-3 Asbestos Not Present
K-FT-1 Asbestos Not Present
K-FT-2 Asbestos Not Present
K-FT-3 Asbestos Not Present

K-FT2-1 Asbestos Not Present
K-FT2-2 Asbestos Not Present
K-FT2-3 Asbestos Not Present
K-LIN-1 Asbestos Not Present
K-LIN-2 Asbestos Not Present
K-LIN-3 Asbestos Not Present
K-RT-1 15 % Chrysotile
K-RT-2 NA
K-RT-3 NA

K-TR2-1 15 % Chrysotile
K-TR2-2 NA
K-TR2-3 NA
K-TSI2-1 10 % Chrysotile
K-TSI2-2 NA
K-TSI2-3 NA

K-FT3-1 Tile - 7 % Chrysotile
Mastic - Asbestos Not Present

K-FT3-2 Tile - NA
Mastic - Asbestos Not Present

K-FT3-3 Tile - NA
Mastic - Asbestos Not Present

K-TR3-1 20 % Chrysotile
K-TR3-2 NA
K-TR3-3 NA

Notes:
~ Approximate lf Linear feet
% Percent NA Not analyzed
ft2 Square feet TSI Thermal system insulation
ID Identification yd3 Cubic yard

Floor tile

Wall mastic Tan Northeast office - 1st floor

Roof tar

Roof - middle and southeast 
portion Transite roof paneling Grey

Brown

Floor tile

Lineoluem flooring

Not applicable

Transite board Grey 1st floor  - west side

GreyTSI - under transite roof 
panels

Floor tile Beige 1st floor - west side

Northeast office - 2nd floor

Black

Not applicable

Under transite roof panels

Tan Northeast office - 2nd floor

Grey

Not applicable

200 ft2

2nd floor - middle portion

Roof flashing

100 ft2

34,000 ft2

Unknown

Not applicable

25,000 ft2
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TABLE C-2 
LEAD-BASED PAINT XRF RESULTS 

KUHLMAN DIECASTING SITE, STANLEY, KANSAS 

PROJECT NAME 

Kuhlman Diecasting Site 
DATE 

OCTOBER 20, 2011 

PROJECT NUMBER   

 
INSPECTOR(S) 

JEFFREY  MITCHELL 

PROJECT LOCATION 

Stanley, Kansas 
BUILDING NUMBER/NAME 

   R 

No. Color Room/Location Component Substrate Result 
Positive / 
Negative Condition Notes 

1 White Floor 1- SW Room Boiler Beam Metal 0.05 Negative NA 
 

 

2 White SW Room Boiler Room Wall Brick 0.01 Negative NA  

3 Orange SW Room Boiler Room Boiler Metal 2.5 Positive Flaked 500 square feet 

4 White South 1/2 First Floor Beam Metal 0.09 Negative NA  

5 White South Original Building Wall  Wall Stone 0.00 Negative NA  

6 Orange SE Room Beam Metal 0.6 Negative NA  

7 Green East Room Wall Cinder 0.1 Negative NA  

8 Cream East Room Wall Concrete 0.1 Negative NA  

9 White NE 2nd Floor Room Wall Metal 0.01 Negative NA  

10 White East 2nd Floor Beam Metal 0.1 Negative NA  

11 White Middle Under Pitched Roof Wall Stone 0.02 Negative NA  

12 Green Middle Under Pitched Roof Wall Stone 2.3 Positive Flaked 2,800 square feet 

13 Blue North Room Tank Metal 0.00 Negative NA  

14 White NE Addition Wall Cinder 0.00 Negative NA  

15 White NE Addition Wall Metal 0.07 Negative NA  

16 White NE Addition Wall Stone 0.3 Negative NA  

17 White 2nd Floor Western Room Beam Metal 0.6 Negative NA  

Notes:    Shaded areas indicate results above 1.0 

NE Northeast  SW Southwest   

SE Southeast  XRF X-ray fluorescence 
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